
Mallory Buzzer Crosses to Murata 

Murata Part Number Mallory Cross 
Website 

Link Notes 

PKB24SPCH3601-B0 MSR320R Link Murata dB level is 90 dB @ 10 cm which is equiv. to 81 dB 
@ 1 ft. 

PKHPS0013E4000-A2 PT-1240PJQ Link None 

PKHPS0013E4000-B0 PT-1240PJQ Link None 

PKLCS1212E2000-R1 AST1220MTRQ (Tape-n-Reel) 
AST1220MQ (Cut Tape) 

Link 
 

Link 

None 

PKLCS1212E20A0-R1 AST1220MTRQ (Tape-n-Reel) 
AST1220MQ (Cut Tape) 

Link 
 

Link 

None 

PKLCS1212E2400-R1 AST1230MTTRQ (Tape-n-Reel) 
AST1230MTQ (Cut Tape) 

Link 
 

Link 

AST1230MTTRQ lists 3kHz on the spec. sheet, but will 
typically emit 70 dB @ 2 kHz. 

PKLCS1212E24A0-R1 AST1230MTTRQ Link AST1230MTTRQ lists 3kHz on the spec. sheet, but will 
typically emit 70 dB @ 2 kHz. 

PKLCS1212E4001-R1 AST1240MLTRQ (Tape-n-Reel) 
AST1240MLQ (Cut Tape) 

Link 
 

Link 

None 

PKLCS1212E40A1-R1 AST1240MLTRQ (Tape-n-Reel) 
AST1240MLQ (Cut Tape) 

Link 
 

Link 

None 

PKM13EPYH4000-A0 PT-1240PJQ Link None 

PKM13EPYH4002-B0 PT-1240PJQ Link None 

PKM17EPP-2002-B0 PT-1520PQ Link None 

PKM22EPPH2001-B0 PT-2220P10-XCLQ Link Murata is level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM22EPPH2002-B0 PT-1520PQ Link None 

PKM22EPPH4001-B0 PT-2040PLQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

https://mspindy.com/product/msr320r/
https://mspindy.com/product/pt-1240pjq/
https://mspindy.com/product/pt-1240pjq/
https://mspindy.com/product/ast1220mfdtrq/
https://mspindy.com/product/ast1220mfdq/
https://mspindy.com/product/ast1220mfdtrq/
https://mspindy.com/product/ast1220mfdq/
https://mspindy.com/product/ast1230mttrq/
https://mspindy.com/product/ast1230mtq/
https://mspindy.com/product/ast1230mttrq/
https://mspindy.com/product/ast1240mltrq/
https://mspindy.com/product/ast1240mlq/
https://mspindy.com/product/ast1240mltrq/
https://mspindy.com/product/ast1240mlq/
https://mspindy.com/product/pt-1240pjq/
https://mspindy.com/product/pt-1240pjq/
https://mspindy.com/product/pt-1520pq/
https://mspindy.com/product/pt-2220p10-xclq/
https://mspindy.com/product/pt-1520pq/
https://mspindy.com/product/pt-2040plq/


 

Murata Part Number Mallory Cross 
Website 

Link Notes 

PKM22EPPH4002-B0 PT-2040PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM22EPPH4005-B0 PT-2040PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM22EPPH4007-B0 PT-2040PLQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM22EPPH4012-B0 PT-2040PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKMCS0909E4000-R1 AST0940MCTRQ (Tape-n-Reel) 
AST0940MCQ (Cut-Tape) 

Link 
 

Link 

None 

PKMCS0909E48H0-R1 AST0940MCTRQ (Tape-n-Reel) 
AST0940MCQ (Cut-Tape) 

Link 
 

Link 

None 

PKMCS1818E2001-R1 AST1820MZ-12TRQ 
(Tape-n-Reel) 
AST1820MZ-12Q (Cut Tape) 

Link 
 

Link 

Murata dB level is specified at 82 dB @ 3 Vpp.  Mallory dB 
level is specified at 86 dB @ 12 Vpp. 

PKMCS1818E20A0-R1 AST1820MZ-12TRQ 
(Tape-n-Reel) 
AST1820MZ-12Q (Cut Tape) 

Link 
 

Link 

None 

PKB24SWH3301 PK-21N30WQ Link Murata dB level is 80 dB @ 10 cm which is equiv. to 71 dB 
@ 1 ft. 

PKM17EPPH4001-B0 PT-1540PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM17EPPH4002-B0 PT-1540PM-P3.5Q Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM17EWH4000 PT-1550WQ Link Mallory dB frequency is 5 kHz vs 4 kHz for Murata. 

PKM22EPH2001 PT-2030P-PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

https://mspindy.com/product/pt-2040pq/
https://mspindy.com/product/pt-2040pq/
https://mspindy.com/product/pt-2040plq/
https://mspindy.com/product/pt-2040pq/
https://mspindy.com/product/ast0940mctrq/
https://mspindy.com/product/ast0940mcq/
https://mspindy.com/product/ast0940mctrq/
https://mspindy.com/product/ast0940mcq/
https://mspindy.com/product/ast1820mz12trq/
https://mspindy.com/product/ast1820mz12q/
https://mspindy.com/product/ast1820mz12trq/
https://mspindy.com/product/ast1820mz12q/
https://mspindy.com/product/pk-21n30wq/
https://mspindy.com/product/pt-1540pq/
https://mspindy.com/product/pt-1540pm-p3-5q/
https://mspindy.com/product/pt-1550wq/
https://mspindy.com/product/pt-2030p-pq/


 

Murata Part Number Mallory Cross 
Website 

Link Notes 

PKM22EPH2002 PT-2030P-PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM22EPH2003 PT-2030P-PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM22EPTH2001-B0 PT-2020PQ Link Murata dB level is specified at 3 Vpp. Mallory dB level is 
specified at 5 Vpp, so Mallory buzzer will be softer at 3 Vpp. 

PKM24SPH3801 PT-2036FPTQ Link For self-drive buzzers, the dB Level depends on the circuit 
used. The Mallory buzzer needs to be tried in the customer 
circuit to compare the dB Level. 

PKM24SPH3805 PT-2036FPTQ Link For self-drive buzzers, the dB Level depends on the circuit 
used. The Mallory buzzer needs to be tried in the customer 
circuit to compare the dB Level. 

PKM24SPH3807 PT-2036FPTQ Link For self-drive buzzers, the dB Level depends on the circuit 
used. The Mallory buzzer needs to be tried in the customer 
circuit to compare the dB Level. 

PKM24SPH3810 PT-2036FPTQ Link For self-drive buzzers, the dB Level depends on the circuit 
used. The Mallory buzzer needs to be tried in the customer 
circuit to compare the dB Level. 

PKM30SPTH2001-B0 PT-2728FPQ Link For self-drive buzzers, the dB Level depends on the circuit 
used. The Mallory buzzer needs to be tried in the customer 
circuit to compare the dB Level. 

PKM30SPTH2501-B0 PT-2728FPQ Link For self-drive buzzers, the dB Level depends on the circuit 
used. The Mallory buzzer needs to be tried in the customer 
circuit to compare the dB Level. 
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